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Popolazione e urbanizzazione
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* I comuni del bacine del Seveso sono quelli delle provinee di Milano e Monza. Bresso, Cormano, Cusano,

Ciniselle e Paderno Dugnane sono considerati di prima cintura. Gli esterni sono Barlassina, Bovisio

Masciago, Cesano Maderno, Desio, Lentate 5.5., Limbiate, Meda, Nova M.se, Seregno, Seveso e Varedo.
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’ B La sfida che i cambiamenti rapidi dei sistemi urbani e naturali pongono e un
«Climate change», . = : cambiamento di approccio, che parta dalla necessita di trovare delle strategie
seultura di Isaac Cordal che non si oppongano al cambiamento in atto, ma che si adattino ad esso.
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SUDS - Sustainable Urban Drainage Systems

The STRATEGY CHAIN for a Sustainable Management of Stormwater in urban areas

Infiltration Storage Treatment Harvesting

Green roofs e Swales = (Cisterns

. * Sedimentation
* Green facades * Low elevation greenbelts « Storage tanks « (Sand) filtration
e Stormwater wetlands & infiltration trenches * Storage basins « Biological processes
* Regulative ponds * |nfiltration basins s
+ Temporary floodplains & * Unlined bio-retention .
multifunctional areas systems (rain gardens)

e Porous pavements

Gianfranco Becciu, DICA, Section of Water Science and Engineering POLITECNICO MILANO 1863
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P - irrigazione e al lavaggio superfici esterne (35%),
= '-'i"' risciacquo WC (26%)
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; - uso della lavatrice (9%).
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